
Client Name: CalTrans

Location: 04-SF-80-13.2 / 13.9

SAS Superstructure 21-Nov-14

10:50 AM

Run date

Time

Reviewer: Schmitt, Alex

Daily Diary Report by Bid Item

Contract No.: 04-0120F4

Inspector Name: Altamirano, Victor

Diary #: 063 Date: 27-Dec-2011 Tuesday

Approved Date:

Shift Hours: Break: Over Time:

Const Calendar Day: 840

Inspection Type:

Title: Transportation Engineer

Federal ID:

Location:

SubmitStatus:

04-0120F4
04-SF-80-13.2/13.9

Self-Anchored

Suspension Bridge

Working Day If no, explain:

Clear & Sunny

Temperature 7 AM 12 PM 4PMBelow 40 40 - 50 40 - 50

Weather

Precipitation Condition

Diary: Dispute

Cable Hauling

Office Work:

- Completed my last week’s diary.

Observations:
- While I was @ the South Deviation Saddle, heard the PWS #1 move and then seen it drop vertically

downwards near the catwalk on the side span (south side). It appears that a winch line Crosby clips @
south side of Tower may have failed and caused the strand to slip. Later that day, observed ABF
adjusting and tightening the crosby clips on the E-Line East Saddle. Bob B. (CT) had showed me that on
the south main span, the strand droped directly on the temporary post splitting the wires through the
seams of the PWS kinking or bending some wires.

East End Work:
- Workers are welding a frame to install an additional roller near the swift # 1.
- Testing socket wagon to see if uplift is an issue because the rear wheel has been shown to up lift when

the first socket was placed on the wagon.
- Observed workers tightening the Crosby clips.

Workers:
Refer to Tai-Lin Liu diary for a list of workers on the east end for today.

Hours Worked: 11 Hours including 3 hours OT.

Attachment
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Daily Diary Report by Bid Item

Job Name: 04-0120F4 Inspector Name Altamirano, Victor Diary #: 063 Date: 27-Dec-2011 Tuesday

ADJUSTING / TIGHTENING CROSBY CLIPS AFTER STRAND # 1
DROP

SOUTH MAIN SPAN STRAND # 1 AFTER DROP

SOUTH MAIN SPAN STRAND # 1 AFTER DROP
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